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Electric wire routing around cockpit area

1. Drop handle type
1-1. 3 port type 

E-tube connector

Connector for remote sprinter shifter

ST-9070 ST-9070

SM-EW90-A
Junction-A

SW-R600
option

SW-R610
option

SW-R610
option

SM-JC40/41
Junction-B

Port for remote 
sprinter shifter

E-tube port ×2 E-tube port ×2 Port for remote 
sprinter shifter

E-tube port ×3
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1-2. 5 port with wireless unit type
SW-9071
option

SW-R671
option

SM-EW90-F
Junction-A

E-tube port ×5

SC-R770SW-R610
option

SW-R600
option

SW-R610
option

SM-JC40/41
Junction-B

E-tube connector

Connector for remote sprinter shifter

Wireless

or

ST-9070

ST-9070

Port for remote 
sprinter shifter

E-tube port ×2 E-tube port ×2 Port for remote 
sprinter shifter

Tech
n

ical In
fo

rm
atio

n



24 All information on this page as of Apr. 27th 2012.

Tech
n

ical In
fo

rm
atio

n

Version 1.4

2. TT / Triathlon handle type
2-1. 5 port with wireless unit type

SW-9071
option

SW-R671
option

SM-EW90-F
Junction-A

E-tube port ×5

SC-R770 SM-JC40/41
Junction-B

E-tube connector

Connector for remote sprinter shifter

Wireless

or

ST-9071 ST-9071
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