
B U B B L E  E N V E L O P E S  /  B U B B L E  B A G S  /  B U B B L E  M A I L E R S

The AIRMAX Premium®  is a series of  high-quality bubble envelopes with 

a company imprint, avaliable in 11 sizes and two paper colours.

www.climatecalc.eu
Cert. no. CC000085/PL
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SEPARATE
PLASTIC AND PAPER

Efortless sorting

Trapezoidal �ap

Strong kraft brown/white

uncoated 75gsm paper

Multiple opening

transparent tape

for custom inspection seals

for easy handling during
inserting process

Buckle holes

Strong hotmelt glue

under siliconed paper tape

Air bubble foil

Strong corrugated welds

45gsm, minimum 70% recycled plastic used

2 side welds, 1 bottom weld
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11/A 100x165 120x175 200 12 000 
12/B 120x215 140x225 200 7 200 
13/C 150x215 170x225 100 6 400 
14/D 180x265 200x275 100 5 600 
15/E 220x265 240x275 100 4 200 
16/F 220x340 240x350 100 3 000 
17/G 230x340 250x350 100 3 000 
18/H 270x360 290x370 100 2 400 
19/I 300x445 320x455 50 1 500 
20/K 350x470 370x480 50 1 200 
CD 180x165 200x175 100 7 200 

E N V E LO P E S C A R D B OA R D  B OX PA L L E T
I N T E R N A L E X T E R N A L

D I M E N S I O N S  ( M M )

DIMENSIONS OF BUBBLE ENVELOPES

The envelopes are 
made of strong uncoated paper,  

which enhances resistance  to moisture and damage. 

Bubble  envelopes  are   intended   for   shipping   and   
storing   sensitive and vulnerable items (including floppy 
disks, CDs, electronic components, mobile phones, 
jewellery, gifts, documents, books, etc.).

The interior of the envelope is  lined with a protec-
tive layer made of a bubble foil which sti�ens the 
envelope, prevents it from being torn and cushions 
against and   deadens shocks,  prevents scratches, 
creases, chips and breaks. Hot melt glue is applied 
on the trapezoid-shaped flap of the envelope. After 
silicone tape removal, the envelope can be sealed 
in two ways: either permanently or temporarily 
("stick & unstick").

The durable, wide and aesthetic seal on the edges of the envelope (two side 
ones and a bottom one) prevents the envelope from tearing. The envelope has 
buckle holes for closure. It is possible to identify the envelope using printed 
markings, such as a given product brand, the envelope symbol or its bar code. 
The envelopes are available in two paper colours: white and brown. The enve-
lopes are packed into bleached cardboard collective boxes, with a neutral print.
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Production and sale of AIRMAX Premium® envelopes is with accordence with 
the standard PN-EN 13427 (DECLARATION OF CONFORMITY with the 
essential requirements of Directive 94/62/EC) and FSC® certified - licence 
number: FSC® C043072.


