
With buckle end cap design, our Lock&Lock series 
tri-proof light can be opened very easily, where 
customer can rewire inside the housing. In this way, 
the labor cost is much lower. Moreover, easy 
connection for dimmable, dali, 3XL, and 5x2.5m2 
cables functions are all available. 
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Lock & Lock
With buckle end cap design, our Lock&Lock series tri-proof light can be
open very easily, where customer can rewire inside the housing. In this
way, the labor cost is much lower  Moreover, easy connection with
dimmable, dali, 3XL, and 5x2.5mm2 cables functions are all available. 
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Lock&Lock

Boke

Electrical: 220-240V, 50/60Hz

Housing: Plastic With Aluminum Inside

Thermal Conductivity: 226 W/m·K

Led: Bridgelux

Driver: Boke

CRI: Ra>80

SDCM: <6

Power Factor: >0.95

THD: <15

Waterproof: IP65

Impact Test: IK08

Sensor: Haisen

Protection: OTP, OCP, OVP, SCP

Lifetime: 50,000H

Surge Protection: 2KV

Operating Temperature: -20~40

TM21: L80B10>50,000H 

Optical options:

Functions

Micro-wave

-20~+40 EmergencyAC220~240V
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Model Watt Voltage Lumen CRI IP Dimension

TP020LE2F-BBM 20W 220~240V 2600LM >80 IP65 L659*W74*H64MM

TP040LE4F-BBM 40W 220~240V 5200LM >80 IP65 L1221*W74*H64MM

TP060LE5F-BBM 60W 220~240V 7800LM >80 IP65 L1502*W74*H64MM



Application

Micro-wave sensor
Light Sensor

Function Demo: Dimmable control/Corridor function

Detection Area

Ceiling mounted Wall mounted

6m

1.8m

10m

14m

Technical Data



Re-setting

Micro-wave sensor
Light Sensor



Packing

TP020LE2F 659*74*64 720 80 70 1 735 260 155 6 3.50 4.50

TP040LE4F 1221*74*64 1280 80 70 1 1295 260 155 6 9.00 10.50

TP060LE5F 1502*74*64 1560 80 70 1 1575 260 155 6 9.50 11.50
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