
E             External

External DriverExternal DriverExternal Driver

Product Ordering Guide 

Sample 

1.Base Model

2. Length

3. Driver

4. CCT * Could be custom, consult with your sales reps if needed

4             4 feet 

TW          CCT Adjustable: 3000K,3500K,4000K,5000K

30           3000K

35           3500K

40           4000K

1 2 3 4 5 6

LV4 - E  TW  U D
1 32 4 5 6

LV LVLV

6. Optics Options

5.Lighting Distribution Options

D            Diffuser  

U           Indirect  

  

L        Louver   

D             Direct

A             Direct & Indirect  

Architectural LinearArchitectural LinearArchitectural Linear

LV          Linear Vertical

Optional Ordering Information

Pendant Accessory

For Dry Ceiling

For Drop Ceiling (T-Grid Ceiling)

Emergency

Sensor

Optional Function

Round (2")

Square (2")

Canopy

LV 4 E
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Product Specification & Dimension 

Photometric Data - Diffuser/Direct & Indirect/5000K
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T-Grid Clips

T-Grid Hangers



Performance Summary   

THD:  <20%  

Finish Color:  Silver Powder coat

Power Factor : >0.9  

Tested Dimmers: Lutron  ® Diva-Dvtv, Leviton ® IP-710-DL 

Lifespan: ≥50,000 Hrs  

Warranty : 5 years limited  

Mounting: Suspended and available for seamless continuous runs

Specification

External Driver

LV4-EXXXD LV4-EXXXLModel

Lighting Distribution

UGR<19 Option

RA>80

Wattage 45W 45W

 Length 4' 4' 

RA>90 Option 

Pendant In Drop Ceiling (T-Grid Ceiling)

Pendant In Dry Ceiling 

Continuous Runs (Up to 40ft)

0-10V Dimming

Emergency Option

Sensor Option

UL/CUL

100lm/w, 1125lm/ft

110-347VAC Input Voltage

90lm/w, 1010lm/ftEfficacy

CCT Adjustable 3000K, 3500K, 4000K,5000K

Wattage Selectable ( 100%, 75%, 50%)

Direct, Indirect, Direct & Indirect  Direct, Direct & Indirect

(Louver in black)

Diffuser Louver 

1.30"

7.48"

46.50''

Standard�Driver�Box

Driver�Box�With�Emergency�Driver

15.43"

1.81"

5.79"

20.08"

19.29"

1.44"

2.36"

3.15"
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Dimensions

Product Specification & Dimension 
Vertical Linear
Architectural LED Luminaire



Coefficients Of Utilization
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Zonal Flux Diagram

Υ
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DEG LUMINOUS INTENSITY:cd

976.4
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470.0
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915.5
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788.9

685.3

559.5
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255.4

99.97

0.8523

966.2

998.2

955.0

850.7

708.5

546.3

373.6

212.1

131.9

995.5

1075

1042

920.6

752.6

579.6

401.2

238.0

127.4

967.2

1003

963.0

860.8

719.8

558.1

384.5

221.2

133.3

914.3

864.5

786.1

681.9

556.3

412.8

256.1

101.0

1.262

918.7

937.0

931.5
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300.0

169.3

Zonal Lumen Summary

T

0-10

10-20

20-30

30-40

40-50

50-60

60-70

70-80

80-90

φzone φtotal

UNIT: lm

lum,lamp

89.30

271.9

440.1

558.6

604.3

573.8

474.8

327.5

181.6

89.30

361.2

801.3

1360

1964

2538

3013

3340

3522

2.13, 2.13

8.61, 8.61

19.1,19.1

32.4, 32.4

46.8, 46.8

60.5,60.5

71.8,71.8

79.7,79.7

84,84

Photometric
Fixture photometry has been conducted accredited testing laboratory in accordance with IESNA LM-79-08. IESNA LM-79-08 specifies 
the entire luminaire as the source resulting in a fixture efficiency of 100%.Result may vary per actual order.  

 Distribution Diagram Average Illuminance Curve

LV4-ETWAD ( @5000K)

Diffuser/Direct & Indirect/5000K

Note: The Curves indicate the illuminated area and the average illumination 
when the luminaire is at different distance. 

Height Eavg, Emax DiameterAngle: 112.01deg

Flux out: 2373 lm

1m

2m

3m

4m

5m 12. 74, 38. 21I x

19. 91, 59. 71I x

35. 40, 106. 1I x

79. 65, 238. 8I x

318. 6, 955. 3I x 296.59cm

593.18cm

889.77cm

1186.36cm

1482.95cm

Vertical Linear
Architectural LED Luminaire

UNIT:cd
C0/180,�135.9 °

C30/210,135.8 °

C60/240,130.4 °

C90/270,113.0 °0
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